
Automated Fuel Tank Gauging
& Environmental Monitoring
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Wet stock management systems to suit any application • Designed for above and below 

ground tanks • Suitable for all fuel types • World class, globally proven, advanced technology



The TLS range TLS 2 TLS-300 Series TLS-350 Series TLS-450 Series

Suitable for all standard fuels Yes Yes Yes Yes

Maximum number of tanks or 
compartments

6 8 16 32

Data provided Fuel height
Fuel volume
Fuel volume TC
Fuel temperature
Water height
Tank SWC
Fuel grade
Delivery (net)

Fuel height
Fuel volume
Fuel volume TC
Fuel temperature
Water height
Tank SWC
Fuel grade
Delivery (net)

Fuel height
Fuel volume
Fuel volume TC
Fuel temperature
Water height
Tank SWC
Fuel grade
Delivery (net)
Delivery (adjusted)

Fuel height
Fuel volume
Fuel volume TC
Fuel temperature
Water height
Tank SWC
Fuel grade
Delivery (net)
Delivery (adjusted)

In-tank alarms Max. product
Overfill 
Delivery needed
Low product 
High water

Max. product
Overfill 
High product
Delivery needed
Low product 
High water alarm
High water warning
Theft/sudden loss
(optional)

Max. product
Overfill 
High product
Delivery needed
Low product 
High water alarm
High water warning
Theft/sudden loss
(optional)

Max. product
Overfill 
High product
Delivery needed
Low product 
High water alarm
High water warning
Theft/sudden loss
(optional)

Alarm enunciation Audio-visual Audio-visual
Printed

Audio-visual
Printed

Audio-visual
Printed

Leak detection
• �SLD* static in-tank leak 

detection 0.38 or 0.76 LPH
• �CSLD* statistical leak detection 

0.76 LPH

Yes (with Mag1 or Mag2)

N/A

Yes (with Mag1 or Mag2)

Optional  
(with Mag 1 or Mag 2)

Yes (with Mag1 or Mag2)

Optional  
(with Mag 1 or Mag 2)

Yes (with Mag1 or Mag2)

Optional  
(with Mag 1 or Mag 2)

Screen/display 5.25” 1/4 VGA  
Touch screen display

2-line LCD
Alpha numeric keypad
Integral printer

2-line LCD
Alpha numeric keypad
Integral printer

7.4” full VGA
Touch screen display
Integral printer

Connectivity options External modem
TCP/IP (TLS 2P)

External modem
Internal modem
TCP/IP

External modem
Internal modem
TCP/IP

External modem
Internal modem **

TCP/IP

Communication options:
• Maximum
• �RS-232
• �RS-485
• �Parallel printer port
• �Ethernet TCP/IP
• �IFSF
• USB

TLS 2
3
Standard
Standard 
Standard
N/A
N/A
N/A

TLS 2P
5
Standard
Standard
N/A
Standard
N/A
Standard

2
Standard
Optional
N/A
Optional
Optional
N/A

5
Standard
Optional
N/A
Optional
Optional
N/A

8  
Standard
Optional
N/A
Optional
Optional **

Standard

Input/output relays Built-in:
1 output

Built-in:
2 Input
2 Output

Optional:
32 input (max.)
32 output (max.)

Optional:
16 Input (max)
20 Output (max)
20 Input HV (max)

Reconciliation data available:
• Delivery history (net)
• �Delivery history (adjusted)
• Alarm history 
• Hourly (HRM) 
• �Automatic Reconciliation

Yes
N/A
Yes
N/A
N/A

Yes
N/A
Yes
N/A
N/A

Yes
Yes
Yes
Yes
Yes

Yes
Yes
Yes
Yes **

Yes

Calibration options Single point
4 point
20 point

Single point
4 point 
20 point
Multipoint flexible

Single point, 4 point
20 point, Multipoint flexible,
AccuChartTM, (automatic)
Automatic meter mapping

Single point, 4 point, 20 
point, Multipoint flexible **, 
AccuChart IITM, (automatic), 
Automatic meter mapping

Minimising environmental risk
whilst optimising inventory control
The Veeder-Root TLS range of automated tank gauging and environmental monitoring systems is designed to meet the needs of all fuelling 
facilities, from the most simple tank requirement to the most sophisticated multi site installation. Minimising the environmental and security 
risks of storing fuel and maximising the monitoring and management of fuel usage has never been easier and more accurate. 



www.cameron-forecourt.co.uk

TLS 2 Series
An easy-to-use, automated fuel inventory and delivery management system 
which is suitable for up to six tank compartments. Valuable features include 
US EPA certified precision leak detection and the provision of inventory data 
for reconciliation purposes via a choice of local or remote connectivity options, 
including wireless GSM and Ethernet.

TLS-300 Series
This mid range system caters for up to eight tank compartments and can 
perform precision tank tests utilising either Static Leak Detection (SLD)* with 
tank shutdown or Continuous Statistical Leak Detection (CSLD)* without 
shutting down the tanks. For added security it includes a sudden theft alarm 
option and caters for up to eight additional leak sensors to monitor tank bunds 
or other sump locations.

TLS-350 Series
This modular monitoring system has long been the benchmark for high-end 
ATG functionality. It adds value to automatic tank gauging with its unique 
inventory management capability – Business Inventory Reconciliation/
Variance Analysis and features AccuChartTM to minimise errors associated 
with converting probe height to volume measurements. It also offers adjusted 
delivery reporting, automatic tank-to-meter mapping and leading edge business 
management techniques. In summary, the TLS-350 safeguards installations 
from environmental risk and provides highly accurate fuel management 
information which identifies different areas of fuel loss.

TLS-450 Series
This all new modular monitoring system features the most advanced technology 
in the market. The large touch screen display provides one-touch access for 
easy operation and improved reporting, with extended memory storing all data 
for 3 years. AccuChart II™ provides faster calibration and compatibility with 
tank and line manifolds, and enhanced reconciliation with diagnostics helps to 
keep even tighter control over fuel stocks.

TLS-300, TLS- 350 & TLS-450 Options
• Continuous Statistical Leak Detection (CSLD)
• �Interface to other on site devices such as Fuel management systems or DIS Driver Display
• �Inform™ remote communications software for Windows® 95/98/NT/2000/XP/Vista - 

provides automated and centralised collection of accurate inventory, leak detection,  
and diagnostic information by polling sites from a central location

• �Tank Loading Control (TLC) software option - automatic report showing the volume of fuel 
pumped from a tank to a road tanker **

• Fuel Manager software option - historical fuel trend and predictive reporting **

TLS-350 & TLS-450 Options
• Mag Sump discriminating tank chamber & dispenser pan sensors
• Electronic line leak detection for pressure systems

** TLS-450 feature introduction pending

* Leak detection features certified for UST applications

TLS 2

TLS 300

TLS 350

TLS 450



Southern Office
Cameron Forecourt Limited
Unit 3 Redan Hill Estate, 
Aldershot,
Hampshire, 
GU12 4SJ

Tel: 01252 361 730

Head Office
Cameron Forecourt Limited
Chambers Road,
Platts Common Industrial Estate,
Hoyland, Barnsley,
S74 9SE

Tel: 01226 742441
Fax: 01226 747441
E: sales@cameron-forecourt.co.uk
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• Above & Below Ground Fuel Tanks

• �High Accuracy Tank Gauging & 

Environmental Monitoring Systems

• Fuel Pumps & Adblue Dispensers

• Web Based Fuel Management Systems

• Environmental Site Surveys

• Installation & Project Management

• Air & Lubrication Equipment

• �National Comprehensive Service 

Contracts & Ad-hoc Repairs

www.cameron-forecourt.co.uk


